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Easy to use, GUI based management provides performance and security.

Reliable disk based backup and recovery, along with Snapshot capability enable fast and reliable
backup and restore.

Easy to implement remote Replication, at block or volume level, enables cost-effective disaster recovery.
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Software Version: DSS ver.up.00

Presentation updatedptembe&t010
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IP based storage management combines NAS and iSCSI functionality for centralized storage
and storage consolidation.
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Example configuration WRBONLINEnodel XANTO S1500

TATATED Onllne-ups «sCOIN

Please read your UPS Web/S iS5 % Bl e
Manager user manual and = 4 .
configure the IP address of the 1 J

network adapter. -
In this presentation, the UPS M
network adapter IP address wi

setto 192.168.0.251.
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TO CONFIGUREHE SNMP ENABLEDRJPS THEFOLLOWINGTEPS
NEEDTOBE PERFORKD

1. Configure the URStwork Adapter
2. Configuring UPS support in DSS V6

3. TestingOnline and Gattery mode

NOTE:
You must be using DSS V6 upl10 build B&d@ror
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1. Configure the UR&work Adapter

¥9) C5121 SNMP/Web Adapter - Mozilla Firefox =8|
Fle  Edit

@ = C X D IG‘http:ffl?zlﬁ&ﬂ,tl,zsl.l B - 9 [cooqe £

Wiew Hstory Bookmarks Tools Help

J G CS121 SNMP/Web Adapter

Strom weg,
Daten weg.

Device Status:  UPS STATUS OK

UPS Model & System Settings
UPS Model:

UPS ID: 0
Power (VA): System Name: CS-121
Load (VA): System Location:
Hold Time (min): System Contact:
C$121 Status Recharge Time (h): 8 Attached Devices: UPS protected devices
System & Network Status
Battery Installation Date: 01.09.2007

Device Status Baud Rate:
Device Functions Cable Type: System Shutdown Time: 6 minutes

Configuration
UPS Model & System; Apply.
Network & Security
LED Sender
Scheduled Actions “ustom Values
SNMP
EMail
Timeserver
Events / Alarms Custom Text3:
Save Configuration -I

Logfiles
AlarmLog
DatalLog
Datalog Chart

Web Links
Online Manual
Firmware Update

Enter th&VebGUdf the UPS network adapter. |
t h4PS Model & System s e c t IUBS ,
Modelparameter ®%ANTO S1500
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1.Configure théPSNetwork Adapter
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Device Status:  UPS STATUS OK

Help

J G CS121 SNMP/Web Adapter

Network & Security Settings
Strom weg,

Daten weg LI 00-03-05-0F-2€-26 Enable Telnet Server:
-3 Network Card Speed: AUTO ¥ Enable HTTP Server:

Local Address: [tez16a0251 HTTP Port:

- Gateway Address: W HTTP Refresh Time: 10

CS121 Status Subnet Mask: [255255.255.0 HTTP Default Page: [UPsstans 7|
S U B DNS Server: [fez1e01 Enable HTTP Tooltips:

Device Status
Device Functions Enable UpsMon Server:
Change Administrator Password: Use RCCMD2 Traps:

Configuration
Confirm Password: i .
UPS Model & System Enable RCCMD Listener:
RCCMD Listener Port:
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Network & Se 6002
3 S Change UpsMon & SS4 Password: Clear
AR s RCCMD Timeout: 180
172
[
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Scheduled Actions Confirm Password:

:;':: e UpsMon Password for Web Pages: [] Enable SNMP Agent:

Timeserver Use SNMP Authentication Traps:

Events / Alarms 3 C8121 Use SNMP Coldboot Traps:

Save Configuration’ jm i SNMP Trap Version: >
System Contact:
Attached Devices:

Logfiles
AlarmLog
DatalLog
Datalog Chart

Web Links
Online Manual
Firmware Update

UPS protected devices

Static ARP Entries

Apply

Next , Ietwork&Setuhtye sifect i
set theSNMP Trap Versiparameter tb
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1. Configure the UR&work Adapter

Next, $SNMBt ¢ etchhé o an
address of the DSS V6 server (you can enter
than one). Please epigblicinto th&€€ommunity

fields. In order to confirm the settings @hpRI$hg
button, then seldave Configuratiom the left

menu.
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